MX7 Rugged Hand Held Computer

A new reference in the mobile
computing world




MX7 Positioning

The MX7 is a compact yet rugged mobile computer with the flexibility to
handle a wide range of warehouse applications at an affordable price!

« Compact —smaller means less fatigue and faster transactions.
 Rugged - built to last which means greater up time.

* Flexible - offers all barcode capture options required in today’s high velocity
warehouse and fully supports voice recognition technology.

« Affordable - offers exceptional value which means a faster ROI.

LXE




MX7 Key Features

Multiple barcode options
(1D imager, SR, All Range)

Windows CE 5.0 OS

Optional Bluetooth

_ radio
Built-in 802.11b/g radio

One-touch function
keys

55 and 32 keys
keyboard options
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MX7 Key Features

Full 8+ hour battery life
with backup battery hot-
swap

Resistive touch screen

280 NIT color display

Power management
status LED

User installable

handle ToughTalk

Voice recognition
technology and
software support.

3 Good scan signals:
vibration, beep, LED




MX7 Barcode Scanners

— Linear 1D imager: the most flexible short range barcode reader at the
lowest price.

— Short range laser: the best option for poor lighting conditions.

— All-range laser is the best-in-class multi-purpose scanner on the

market.
* 4 inches/10cm to large reflective shelf tags up to 40 feet/ 12m away.




MX7 Barcode Scanning

SCAN it: with the two- finger trigger handle for
those high-volume fast scan picking applications.

— user installable: you can decide to add it at anytime.

— over molded with rubber: gives you a comfortable
non-slip grip for a long day of scanning.

— made for two-fingers: your hand is less fatigued.

HEAR it: 100+db good scan beeper

FEEL it : good scan vibration buzz

SEE it : large hi-bright scan indicator light




The 55 key option is a full alpha-numeric
flexible keyboard

— 5 “one-touch” function keys

— 2 User defined “extra” keys

— Extra large Enter key and scan button

— Fully mappable keyboard

— Multi-color shift modes

— TN5250 keyboard overlay available.



The 32 key option is a numeric keyboard
with shifted alpha input

— 5 “one-touch” function keys

— 2 User defined “extra” keys

— Extra large Enter key and scan button

— Fully mappable keyboard Multi-color shift
modes for dual key legend support

— The keys are epoxy coat for durability.



The brightest display in the industry.

Brilliant 3.5” LCD with ¥z VGA resolution (280 NIT)
Utilizes “white” LED technology

Touch screen



The MX7 ships standard with the latest
Microsoft embedded operating system
Windows CE 5.0

— Small footprint saves memory and
cost

— Includes .NET Compact Framework
— SDK with custom LXE API's
— AppLock utility

Optional software includes RFTerm,

Other options in Java and Asian font
support.



 Toughtalk

ToughTalk technology is LXE'’s specialized combination of ruggedized
system design, advanced audio circuitry and noise canceling techniques.

By “voice enabling” the MX7 and integrating the ToughTalk technology,
the MX7 becomes a multi-use computer that reduces hardware
Investment and support costs by offering the ability to use it for both
voice applications and traditional barcoding applications.

Voice Recognition Accessories:

» Headset quick disconnect cable

» Range of headsets

» Voice belt case for hands free picking



2100mAh Li-lon battery

Commercially standard size cells allows migration to larger capacity
cells when available.

Internal battery charger automatically charges the backup battery or
charges the main battery when external power is applied.

Fully configurable power management



» Multi-pin fully sealed connector supports:

USB Client typically used for ActiveSync communication
RS-232 commonly used for serial ActiveSync communication

Headset audio communication for true high fidelity voice
recognition application support.

Power input for in terminal main battery
charging

» Status LED located in the upper keypad area
— Indicated power states and charging

 Large good scan LED located at the bottom of the MX7
— lIdeally located for rapid feedback even at a full arms length
— Extremely bright for quick recognition



802.11b/g Cisco CCX v2.0 compliant

Wi-Fi certified

Supports standard authentication schemes

AES encryption to support the 802.11 and WPAII security standards,
Dual diversity antenna for greater coverage and throughput.



Bluetooth version 1.2

Class 2 radio: communication
distances up to 30 feet

Based on the industry leading
CSR chipset

Includes internal fully optimized
antenna



50mm
/ 223mm

/

86mm

595gr only (210z) with a SR laser, battery and radio.



Front housing is ultra-light ultra-rigid
industrial magnesium

Back-housing is high impact ABS plastic
Operating temperatures: -10&C to 50&C
Storage temperature: -206C to 70eC
Drop Specifications

— 5 feet (1.5M) to concrete

— 6 feet (1.8M) to concrete with rubber
boot

Water and dust sealed to IP54
standards

Vibration tested to the MIL-STD 810F



Rubber protective boot —Yellow or Black
— Provides an extra foot of drop protect

Trigger Handle with soft rubber non-slip grip —
2 finger trigger

— User installable
4+1 Li-lon battery charger + battery analyzer
— Fully charges a battery in 6 hours

Touch screen protective film to protect against
scratches

Nylon carry case, holsters, belts and should
straps

Passive vehicle mount cradle



Our innovative service package, ServicePASS, allow our customers to
integrate maintenance value into the purchasing price of the MX7 also
helping planning and controlling the Total Cost of Ownership.

- Depot Repair
- Help Desk

- Project Administration

- Equipment Configuration
- End User Training

- Emergency Service

- Web Service
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MX3X

*|P66
*1.2m drop
*WIinCE
*Barcode
*RFID
*Toughtalk

MX5

*|P67
*1.8m drop
*WinCE
*Barcode
*RFID

MX6

*|P64
*1.5m drop
*\WinMobile
*Barcode
2D imager

MX7

|P54
«1.5/1.8m drop
*WIinCE
*Barcode

1D imager
*Toughtalk
*Bluetooth






